Savage FVT MKII Build
Magazine Holder
Section Il

By Jay Evers



This section will go over the build of a magazimdder. When choosing magazines remember that thilepevnear you
line of sight so minimizing glare is important.

The Magazine Holder

Parts needed:

Part Qty
Hardwood 6.38x1.8x0.5
Stainless Steel 1x0.038x 10
Flat head 10-32x1.25" bolt stainless steel 2
Wood screws #4-0.25 8
10-32 locking nut 2
#10 Washer

Figure 1 contains the dimensions for the magazabaen. Any hardwood will work for this build | usédaple because it
was easy to get at Home Depot. The cutouts thadtthel magazines are 0.25 inches deep. Holes fontimgushould be
placed in the outer 2 cutouts for the magazinessé&lioles need to be countersink holes so thatdlgazines will slide
into place without touching the fasteners.
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Figure 1. Hardwood Magazine Holder




Spring Clips

In order to hold the magazines in place a sprifqmisineed per magazine. These are made fromdhdests steel sheet. If
you can get spring steel it would be better thaihtgss steel. The bends can be made with a yisard.
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Figure 2. Spring clip sizing

Drill 2 hole per spring clip to fasten the clipttee magazine holder. Match drill each clip toréspective mounting
location.

Mounting
There are several things to remember when mouatingssories to a rifle.
The rifle barrel should never touch any part théhefstock or anything mounted to the stock, flogtarrel.

Keep the stock as ridged as possible were theadfitees into contact with the stock.




The bolts should be under the barrel of the rifle.

Finish product with magazines in place.



